










CAST RESIN TRANSFORMERS

Standards			  CEI 14-4, 14-8 - IEC/EN 60076-11 - CENELEC HD 538.1				  
Frequency			  50 Hz				  
Primary Voltage		  12 - 13,2 - 15 kV		  Insulation Class 17,5kV  BIL 75/95kV		
MV Tappings 		  ± 2 x 2,5%				  
Secondary Voltage		  400 - 410 - 420 V		  Insulation Class 1,1kV		
Vector group		  Dyn11				  
Insulation system		  F / F				  
Temperature rise		  100 / 100 K				  
Ambient temperature	 -5 / +40 °C				  

17,5kV - EUROPEAN LOSSES
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ELECTRICAL CHARACTERISTICS

	 Power	 Code	 Uk	 Po	 Pk	 Pk	 Noise Level
					     75°C	 120°C	 pressure

	 kVA		  [%]	 [W]	 [W]	 [W]	 [dB (A)]

	 100							     
	 160							     
	 200							     
	 250	 xxxTTR02500BB	 6	 750	 3210	 3650	 52
	 315	 xxxTTR03150BB	 6	 880	 3970	 4500	 54
	 400	 xxxTTR04000BB	 6	 1000	 4620	 5200	 54
	 500	 xxxTTR05000BB	 6	 1200	 5960	 6700	 55
	 630	 xxxTTR06300BB	 6	 1600	 6940	 7800	 55
	 800	 xxxTTR08000BB	 6	 1780	 8290	 9300	 57
	 1000	 xxxTTR10000BB	 6	 2000	 9630	 10800	 58
	 1250	 xxxTTR12500BB	 6	 2350	 11250	 12600	 59
	 1600	 xxxTTR16000BB	 6	 2750	 13800	 15500	 60
	 2000	 xxxTTR20000BB	 6	 3350	 16650	 18500	 61
	 2500	 xxxTTR25000BB	 6	 4300	 19620	 21800	 63

Tolerance according to IEC/EN standards.

MECHANICAL CHARACTERISTICS

	 Power	 Code	 Length	 Width 	 Height 	 Weight	 T x T
			   A	 B	 C	
	 [kVA]		  [mm]	 [mm]	 [mm]	 [kg]	 [mm]

	 100							     
	 160							     
	 200							     
	 250	 xxxTTR02500BB	 1250	 640	 1240	 950	 520x520
	 315	 xxxTTR03150BB	 1250	 750	 1300	 1050	 670x670
	 400	 xxxTTR04000BB	 1350	 750	 1390	 1250	 670x670
	 500	 xxxTTR05000BB	 1350	 750	 1520	 1400	 670x670
	 630	 xxxTTR06300BB	 1500	 850	 1630	 1700	 670x670
	 800	 xxxTTR08000BB	 1500	 850	 1780	 2000	 670x670
	 1000	 xxxTTR10000BB	 1550	 1000	 1870	 2300	 820x820
	 1250	 xxxTTR12500BB	 1550	 1000	 2010	 2750	 820x820
	 1600	 xxxTTR16000BB	 1650	 1000	 2190	 3300	 820x820
	 2000	 xxxTTR20000BB	 1800	 1310	 2250	 4000	 1070x1070
	 2500	 xxxTTR25000BB	 1950	 1310	 2320	 4950	 1070x1070
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PROTECTIVE HOUSING IP23

	 Power	 Code	 Note	 Length	 Width 	 Height 	 Weight	
				    L	 P	 H	
	 [kVA]			   [mm]	 [mm]	 [mm]	 [kg]	

						    
						    
						    
	 250	 xxxBOX02500A		  1750	 1000	 1700	 200
	 315	 xxxBOX03150A		  1750	 1000	 1700	 200
	 400	 xxxBOX04000A		  1950	 1200	 1900	 250
	 500	 xxxBOX05000A		  1950	 1200	 1900	 250
	 630	 xxxBOX06300A		  1950	 1200	 1900	 250
	 800	 xxxBOX08000A		  1950	 1200	 1900	 250
	 1000	 xxxBOX10000A		  2200	 1300	 2300	 340
	 1250	 xxxBOX12500A		  2200	 1300	 2300	 340
	 1600	 xxxBOX16000A		  2200	 1300	 2300	 340
	 2000	 xxxBOX20000A		  2500	 1400	 2600	 415
	 2500	 xxxBOX25000A		  2500	 1400	 2600	 415



CAST RESIN TRANSFORMERS

Standards			  CEI 14-4, 14-8 - IEC/EN 60076-11 - CENELEC HD 538.1				  
Frequency			  50 Hz				  
Primary Voltage		  20 - 23 kV			  Insulation Class 24kV  BIL 95/125kV		
MV Tappings 		  ± 2 x 2,5%				  
Secondary Voltage		  400 - 410 - 420 V		  Insulation Class 1,1kV		
Vector group		  Dyn11				  
Insulation system		  F / F				  
Temperature rise		  100 / 100 K				  
Ambient temperature	 -5 / +40 °C				  

24kV - STANDARD LOSSES
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ELECTRICAL CHARACTERISTICS

	 Power	 Code	 Uk	 Po	 Pk	 Pk	 Noise Level
					     75°C	 120°C	 pressure

	 kVA		  [%]	 [W]	 [W]	 [W]	 [dB (A)]

	 100							     
	 160							     
	 200							     
	 250	 xxxTTR02500CA	 6	 1210	 3340	 3800	 57
	 315	 xxxTTR03150CA	 6	 1470	 4050	 4600	 59
	 400	 xxxTTR04000CA	 6	 1740	 5000	 5600	 60
	 500	 xxxTTR05000CA	 6	 2000	 5960	 6720	 61
	 630	 xxxTTR06300CA	 6	 2420	 6940	 7800	 62
	 800	 xxxTTR08000CA	 6	 2730	 8370	 9400	 64
	 1000	 xxxTTR10000CA	 6	 3260	 9800	 11000	 65
	 1250	 xxxTTR12500CA	 6	 3730	 11800	 13400	 67
	 1600	 xxxTTR16000CA	 6,5	 4410	 14400	 16400	 68
	 2000	 xxxTTR20000CA	 7	 5360	 17100	 19000	 70
	 2500	 xxxTTR25000CA	 7	 6620	 20700	 23000	 71

Tolerance according to IEC/EN standards.

MECHANICAL CHARACTERISTICS

	 Power	 Code	 Length	 Width 	 Height 	 Weight	 T x T
			   A	 B	 C	
	 [kVA]		  [mm]	 [mm]	 [mm]	 [kg]	 [mm]

	 100							     
	 160							     
	 200							     
	 250	 xxxTTR02500CA	 1350	 640	 1360	 1150	 520x520
	 315	 xxxTTR03150CA	 1350	 750	 1410	 1250	 670x670
	 400	 xxxTTR04000CA	 1500	 750	 1510	 1450	 670x670
	 500	 xxxTTR05000CA	 1500	 750	 1570	 1650	 670x670
	 630	 xxxTTR06300CA	 1500	 850	 1700	 1950	 670x670
	 800	 xxxTTR08000CA	 1550	 850	 1850	 2350	 670x670
	 1000	 xxxTTR10000CA	 1650	 1000	 1930	 2800	 820x820
	 1250	 xxxTTR12500CA	 1650	 1000	 2070	 3250	 820x820
	 1600	 xxxTTR16000CA	 1800	 1000	 2250	 3950	 820x820
	 2000	 xxxTTR20000CA	 1900	 1310	 2270	 4900	 1070x1070
	 2500	 xxxTTR25000CA	 2050	 1310	 2310	 5650	 1070x1070
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PROTECTIVE HOUSING IP23

	 Power	 Code	 Note	 Length	 Width 	 Height 	 Weight	
				    L	 P	 H	
	 [kVA]			   [mm]	 [mm]	 [mm]	 [kg]	

						    
						    
						    
	 250	 xxxBOX02500A		  1750	 1000	 1700	 200
	 315	 xxxBOX03150A		  1750	 1000	 1700	 200
	 400	 xxxBOX04000A		  1950	 1200	 1900	 250
	 500	 xxxBOX05000A		  1950	 1200	 1900	 250
	 630	 xxxBOX06300A		  1950	 1200	 1900	 250
	 800	 xxxBOX08000A		  1950	 1200	 1900	 250
	 1000	 xxxBOX10000A		  2200	 1300	 2300	 340
	 1250	 xxxBOX12500A		  2200	 1300	 2300	 340
	 1600	 xxxBOX16000A		  2200	 1300	 2300	 340
	 2000	 xxxBOX20000A		  2500	 1400	 2600	 415
	 2500	 xxxBOX25000A		  2500	 1400	 2600	 415



CAST RESIN TRANSFORMERS

Standards			  CEI 14-4, 14-8 - IEC/EN 60076-11 - CENELEC HD 538.1				  
Frequency			  50 Hz				  
Primary Voltage		  20 - 23 kV			  Insulation Class 24kV  BIL 95/125kV		
MV Tappings 		  ± 2 x 2,5%				  
Secondary Voltage		  400 - 410 - 420 V		  Insulation Class 1,1kV		
Vector group		  Dyn11				  
Insulation system		  F / F				  
Temperature rise		  100 / 100 K				  
Ambient temperature	 -5 / +40 °C				  

24kV - EUROPEAN LOSSES
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ELECTRICAL CHARACTERISTICS

	 Power	 Code	 Uk	 Po	 Pk	 Pk	 Noise Level
					     75°C	 120°C	 pressure

	 kVA		  [%]	 [W]	 [W]	 [W]	 [dB (A)]

	 100							     
	 160							     
	 200							     
	 250	 xxxTTR02500CB	 6	 850	 3260	 3700	 57
	 315	 xxxTTR03150CB	 6	 950	 3970	 4500	 59
	 400	 xxxTTR04000CB	 6	 1150	 4810	 5400	 60
	 500	 xxxTTR05000CB	 6	 1350	 5960	 6700	 61
	 630	 xxxTTR06300CB	 6	 1650	 6940	 7800	 62
	 800	 xxxTTR08000CB	 6	 1850	 8290	 9300	 64
	 1000	 xxxTTR10000CB	 6	 2200	 9630	 10800	 65
	 1250	 xxxTTR12500CB	 6	 2600	 11430	 12800	 67
	 1600	 xxxTTR16000CB	 6	 2950	 13800	 15500	 68
	 2000	 xxxTTR20000CB	 6	 3800	 16740	 19000	 70
	 2500	 xxxTTR25000CB	 6	 4800	 19800	 22000	 71

Tolerance according to IEC/EN standards.

MECHANICAL CHARACTERISTICS

	 Power	 Code	 Length	 Width 	 Height 	 Weight	 T x T
			   A	 B	 C	
	 [kVA]		  [mm]	 [mm]	 [mm]	 [kg]	 [mm]

	 100							     
	 160							     
	 200							     
	 250	 xxxTTR02500CB	 1350	 640	 1260	 1000	 520x520
	 315	 xxxTTR03150CB	 1350	 750	 1350	 1200	 670x670
	 400	 xxxTTR04000CB	 1500	 750	 1440	 1350	 670x670
	 500	 xxxTTR05000CB	 1500	 750	 1560	 1500	 670x670
	 630	 xxxTTR06300CB	 1500	 850	 1650	 1800	 670x670
	 800	 xxxTTR08000CB	 1550	 850	 1810	 2100	 670x670
	 1000	 xxxTTR10000CB	 1650	 1000	 1890	 2500	 820x820
	 1250	 xxxTTR12500CB	 1650	 1000	 2030	 2900	 820x820
	 1600	 xxxTTR16000CB	 1750	 1000	 2200	 3550	 820x820
	 2000	 xxxTTR20000CB	 1900	 1310	 2270	 4300	 1070x1070
	 2500	 xxxTTR25000CB	 1950	 1310	 2350	 5250	 1070x1070
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PROTECTIVE HOUSING IP23

	 Power	 Code	 Note	 Length	 Width 	 Height 	 Weight	
				    L	 P	 H	
	 [kVA]			   [mm]	 [mm]	 [mm]	 [kg]	

						    
						    
						    
	 250	 xxxBOX02500A		  1750	 1000	 1700	 200
	 315	 xxxBOX03150A		  1750	 1000	 1700	 200
	 400	 xxxBOX04000A		  1950	 1200	 1900	 250
	 500	 xxxBOX05000A		  1950	 1200	 1900	 250
	 630	 xxxBOX06300A		  1950	 1200	 1900	 250
	 800	 xxxBOX08000A		  1950	 1200	 1900	 250
	 1000	 xxxBOX10000A		  2200	 1300	 2300	 340
	 1250	 xxxBOX12500A		  2200	 1300	 2300	 340
	 1600	 xxxBOX16000A		  2200	 1300	 2300	 340
	 2000	 xxxBOX20000A		  2500	 1400	 2600	 415
	 2500	 xxxBOX25000A		  2500	 1400	 2600	 415



CAST RESIN TRANSFORMERS
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	 Type	 Length	 Width	 Height	 I x I	 IP23
		  L	 P	 H	 (mm)

		  1750	 1000	 1700	 520x520	 200
		  1950	 1200	 1900	 670x670	 240
		  2200	 1300	 2300	 820x820	 340
		  2200	 1300	 2600	 1070x1070	 340
		  2500	 1300	 2700	 1070x1070	 340

Tolerance according to IEC/EN standards.
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PROTECTIVE HOUSING
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CAST RESIN TRANSFORMERS
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EUROELETTRO S.p.A.   Via dell’Agricoltura, 8/F (Z. I.)   36040 Meledo di Sarego (Vicenza) Italy
T. +39 0444 822 000   F. +39 0444 822 010   www.euroelettro.com   euroelettro@euroelettro.com
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